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Subpart A—General Provisions

430.1 Purpose and scope.

This part establishes the regulations
for the implementation of part B of
title 111 (42 U.S.C. 6291-6309) of the En-
ergy Policy and Conservation Act (Pub.
L. 94-163), as amended by Pub. L. 95-
619, Pub. L. 100-12, Pub. L. 100-357, and
Pub. L. 102-486 which establishes an en-
ergy conservation program for con-
sumer products other than auto-
mobiles.

[62 FR 29237, May 29, 1997]

§430.2 Definitions.

For purposes of this part, words shall
be defined as provided for in section 321
of the Act and as follows—

Act means the Energy Policy and
Conservation Act (Pub. L. 94-163), as
amended by the National Energy Pol-
icy Conservation Act (Pub. L. 95-619),
the National Appliance Energy Con-
servation Act of 1987 (Pub. L. 100-12),
the National Appliance Energy Con-
servation Amendments of 1988 (Pub. L.
100-357), and the Energy Policy Act of
1992 (Pub. L. 102-486).

Annual fuel utilization efficiency
means the efficiency descriptor for fur-
naces and boilers, determined using
test procedures prescribed under sec-
tion 323 and based on the assumption
that all—

(a) Weatherized warm air furnaces or
boilers are located out-of-doors;

(b) Warm air furnaces which are not
weatherized are located indoors and all
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combustion and ventilation air is ad-
mitted through grill or ducts from the
outdoors and does not communicate
with air in the conditioned space;

(c) Boilers which are not weatherized
are located within the heated space.

ANSI means the American National
Standards Institute.

ASME means the American Society
of Mechanical Engineers.

Automatic clothes washer means a
class of clothes washer which has a
control system which is capable of
scheduling a preselected combination
of operations, such as regulation of
water temperature, regulation of the
water fill level, and performance of
wash, rinse, drain, and spin functions
without the need for user intervention
subsequent to the initiation of machine
operation. Some models may require
user intervention to initiate these dif-
ferent segments of the cycle after the
machine has begun operation, but they
do not require the user to intervene to
regulate the water temperature by ad-
justing the external water faucet
valves.

Ballast efficacy factor means the rel-
ative light output divided by the power
imput of a fluorescent lamp ballast, as
measured under test conditions speci-
fied in ANSI Standard C82.2-1984.

Baseboard electric heater means an
electric heater which is intended to be
recessed in or surface mounted on walls
at floor level, which is characterized by
long, low physical dimensions, and
which transfers heat by natural con-
vection and/or radiation.

Basic model means all units of a given
type of covered product (or class there-
of) manufactured by one manufacturer
and—

(1) With respect to refrigerators and
refrigerator-freezers, which have the
same primary energy source, which
have electrical characteristics that are
essentially identical, and which do not
have any differing physical or func-
tional characteristics that affect en-
ergy consumption.

(2) With respect to freezers, which
have the same primary energy source,
which have electrical characteristics
that are essentially identical, and
which do not have any differing phys-
ical or functional characteristics that
affect energy consumption.



